Thermon ELECTRIC HEAT TRACING Products

Self-Regulating Heating Cables

Features:

« Semiconductive Self-Regulating Heating Matrix
« Cut-to-Length Parallel Circuitry

« Nickel-Plated Copper Bus Wires

« Metallic Braids for Grounding Purposes

« Polyolefin or Fluoropolymer Overjacket

« Worldwide Approvals

Freeze Protection and
Temperature Maintenance up to 121°C
Maximum Exposure Temperature 250°C
Withstands Temperatures Associated With Steam Purging

Available Watt Densities .... 9, 18, 27, 37, 48 & 64 W/m @ 10°C
SUPPlY VORAZE ... 230 Vac Nominal

Bs ™

Freeze Protection and vsX™
Temperature Maintenance up to 65°C
Maximum Exposure Temperature 85°C

Available Watt Densities .... 9, 15, 25 & 32 W/m @ 10°C
Supply VOR3ZE ... 230 Vac Nominal

Freeze Protection and
Temperature Maintenance up to 149°C
Maximum Exposure Temperature 250°C
Withstands Temperatures Associated With Steam Purging

Available Watt Densities ........ 15,32, 48 & 64 W/m @ 10°C
Supply VOIAZE ....veveeieceeeee, 230 Vac Nominal

RSX™

Heat Tracing Systems Accessories

Temperature Maintenance up to 65°C [icgen Pr?V|des o Com'pIeFe Rarlge -
and Foundation Heating  ° Power, Splice and Termination Kits

Maximum Exposure Temperature 85°C  * Mechanical Thermostats

Freeze Protection and

Available Watt Densities ..................... 48W/m @10°c  * Electronic Control and Monitoring Modules
Supply VOIAZE .....eeeiiiiicne 230 Vac Nominal Power Distribution and Control Panels

+ System Communications Software

Ks ™

Freeze Protection and
Temperature Maintenance up to 121°C
_ s Maximum Exposure Temperature 121°C

g Avai able Watt Densities ........ 15,31, 48 & 64 W/m @ 10°C

SUPPLlY VOItEE ...

- -



Thermon ELECTRIC HEAT TRACING Products

Power-Limiting Heating Cables

Features:
* PTC Coiled Resistor Alloy Heating Element
« Cut-to-Length Parallel Circuitry

« Nickel-Plated Copper Bus Wires

« Metallic Braids for Grounding Purposes

* Fluoropolymer Overjacket
 Worldwide Approvals

HPT™

Freeze Protection and
Temperature Maintenance up to 149°C
Maximum Exposure Temperature 260°C

Available Watt Densities ...... 14, 28, 42 & 57 W/m @ 10°C
Supply VORAZE ...vovveveeeieieeeeeeeeeen 230 Vac Nominal

Constant Watt Heating Cables

Features:
« Nichrome Heating Element

* Cut-to-Length Parallel Circuitry

« 3,3 mm Copper Bus Wires

+ Metallic Braids for Grounding Purposes
* Fluoropolymer Overjacket
+ Worldwide Approvals

fi .': ,:L_‘iﬂ'
LA Freeze Protection and
Temperature Maintenance up to 65°C
and Foundation Heating

Maximum Exposure Temperature 200°C

Maximum Watt Densities .............. 25W/m @ 10°C
Supply Voltage .........ccceeeueeee. 230 and 400 Vac Nominal

The Heat Tracing Specialists"

Mineral Insulated Heating Cables

Features:
« High Temperature Magnesium Oxide Dielectric
« High Power Output Capabilities
« Available in Three Outer-Sheath Materials
Freeze Protection and

M &
Temperature Maintenance to 500°C
Maximum Exposure Temperature 600°C

Available Watt Densities .......... Designs up to 260 W/m
Supply VOIAge .....ovoveeeriiene Rated up to 600 Vac

Series Resistance Heating Cables
Features:

+ Long Circuit Lengths with Fewer Power Points

« Stabilised Designs Possible Using Thermon Software
« Metallic Braids for Earthing Purposes

TESH™

Long Line Freeze Protection and
Temperature Maintenance
Maximum Exposure Temperature 260°C

Available Watt Densities ......... Designs up to 25 W/m
Supply Voltage .......cccceeeuceee. Rated up to750 Vac Nominal

Skin Effect Heating Systems
Features:

* Rugged Heat Tube to Generate Heat

« Circuit Lengths up to 25 Kilometers

« Each System Fully Factory-Engineered

ThermTrac™

'’ Power Outputs ...... up to 165 W/m
# Operating Voltages ............... up to 5 KV
gintenance Temperatures ....... up to 200°C




